AMENDMENT NO. 1 OCTOBER 2022 


TO 


IS 5244 : 2020 SAFE DEPOSIT LOCKER CABINETS — SPECIFICATION 


( Fourth Revision ) 


(Page 1, Clause 7.1, line 3) — Substitute ‘Lockers shall be secured with unpickable 
dual control key lock with minimum 7-levers on each side (lessee and custodian key side). See 
also 4.2, Type B of IS 17566’ for ‘Lockers shall be secured with unpick able dual control key- 


Material Specification 


(4) 


Finish 


(5) 


Brass, cast brass, zinc-based alloy, 
steel of any grade having ultimate 
tensile strength of 270 MPa, Min 
(See also Table 1 S1 No. i) of 6 of 
IS 17566) 


Brass sheet conforming to 4 and 6 
of the requirements of copper and 
zinc and 7.1.3 of IS 410 or Any 
other non-ferrous metal/alloy (See 
also 5.4.1 and Table 1 SI No. ii) of 
6 of IS 17566) 


lock’. 
[Page 2, Table 1, S No.(vii)] — Add 
SI Component Material Thickness 
No. (Nominal) Min 
(1) (2) (3) 
viii) Lock Body - 
ix) Lock Lever - 
(Page 6, Annex A) — Add 
IS No. 
17566 : 2021 
(MED 21) 


Title 


Key locks for security equipment — Specification 
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